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SUMMARY OF EDUCATION
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                     M.S. in Environmental Engineering

1979‑1982  : Istanbul Technical University

                     Ph.D. in Environmental Engineering

EMPLOYMENT RECORD
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1985‑1987  : Assistant Professor

                     Istanbul Technical University

                     Faculty of Civil Engineering
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 DESCRIPTION OF WORK

‑ Teaching and Research in Environmental and Civil Engineer.

‑ Consulting on water pollution control and monitoring

‑ Consulting and design of water, wastewater treatment and

  marine outfall systems.

‑ Design of Anaerobic and Aerobic Industrial Wastewater

  Treatment Systems.

‑ Nutrient Removal

PROFESSIONAL SOCIETIES

‑ Chamber of Turkish Civil and Environmental Engineers

‑ Turkish National Committee on Water Pollution Research and Control

‑ (IAWQ) International Association for Water Quality

‑ (ISWA) International Association for Solid Wastes

‑ International Specialized Committee On Anaerobic Treatment

‑ International Specialized Committee on Submarine Outfalls
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‑ 9-11 Nov.  (1994). IAWQ International Specialized Conference on Marine Disposal Systems, Istanbul, Turkiye  (as a chairman of Organizing Committee).

CONCULTANCY WORKS

‑ l989‑90  Arbiogaz Inc.  Consultancy on Wastewater Treatment

‑ 1992‑    Pakmaya  Inc.  Consultancy on Anaerobic and  Aerobic Waste Treatment
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